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FICUS ON
NEIGHBOR'S
PROPERTY

SEAGRAPE ON
NEIGHBOR'S
PROPERTY SABAL PALMS, CASSIA &

PALMETTO TO REMAIN
SABAL PALMS ON
NEIGHBOR'S PROPERTY
TO REMAIN

BUTTONWOOD
TO REMAIN

SCREWPINE
TO REMAIN

Transplant and Rip Out Notes
1. The contractor shall visit site to inspect proposed scope of work.
2. Trees and shrubs to be removed shall be removed from the site.
3. Trees and Palms to be transplanted shall be transplanted to a holding

area at an approved landscape contractor's location off-site in the
Sarasota Bradenton Area.

4. Records of trees and palms relocated off-site shall be maintained by
the landscape contractor.

5. Sabal Palm heads shall be hurricane cut.
6. Rootballs of transplanted material shall adhere to FDA Grades and

Standards for Nursery Plants.
7. A 3" deep layer of mulch shall be placed over the rootballs of the

trees at the holding area.
8. Irrigation shall be provided to adequately maintain the trees and

palms.  Aerial sprays as necessary shall be applied.  Irrigation
records shall be kept noting watering schedules.

9. The contractor shall be responsible for maintaining the trees and
palms for the duration of the holding period till relocation back to the
site and owner acceptance of the final landscape installation.

Shrubs to be Removed
1. All existing shrubs, small trees and small palms shall be

removed from the site unless noted otherwise herein.
2. It is the contractor's option to retain such material for his own

purposes.

(3) OLEANDER
TO REMAIN

** Sabal Palms
   designated to be
   removed have inferior
   trunks &/or show decay.
   Removal shall be
   approved by the Town of
   LBK

PALMETTO
TO REMAIN

REMOVE
VIBURNUM
HEDGE

REMOVE
EXISTING SOD

REMOVE
EXISTING SOD

PALMS  TO TRANSPLANT TO HOLDING AREA QTY COMMON NAME

                        1 Paurotis Palm

                        1 Bismark Palm

                        22 Thatch Palm

                        1 Old Man Palm

                        10 Coconut Palm

                        3 Oleander

                        64 Sabal Palm

1 Screw Pine

TREES TO BE REMOVED FROM SITE QTY COMMON NAME

                        4 Sea Grape

                        1 Buttonwood

                        3 Ficus Species

                        1 Screw Pine

                        4 Sabal Palm **

                        19 Queen Palm

CARROTWOODS ON
NEIGHBOR'S  PROPERTY
TO REMAIN

SABAL PALM
TO REMAIN

 EXISTING
AWABUKI

EXISTING
SCHEFFLERA

EXISTING
SUSPENSUMI

EXISTING
SCHEFFLERA

AUSTRALIAN PINE
50-60' x 40' SPR

AUSTRALIAN PINE
50-60' x 40' SPR

AUSTRALIAN PINE
50-60' x 40' SPR

AUSTRALIAN PINE
50-60' x 50' SPR

AUSTRALIAN PINE
50-60' x 50' SPR

AUSTRALIAN PINE
50-60' x 50' SPRAUSTRALIAN PINE

50-60' x 60' SPR

AUSTRALIAN PINE
50' x 50' SPR

CARROTWOOD
30' x 25' SPR

CARROTWOOD
30' x 25' SPR

CARROTWOOD
30' x 25' SPR

MATERIAL TO REMAIN
UNLESS CONFLICT
RESULTS WITH GRADING
AND FILLING OPERATIONS.
SEE CONDITIONAL NOTE
ON THIS SHEET.

Conditional Removal of Plant Material
1. If filling and grading operation will ahve detrimental affect on teh following plant material,
             the contractor shall do as outlined below.
2. Contractor shall provide conditional cost for such activity.

Existing Palmetto Remove
3 Buttonwood Remove
3 Cassia Move to Holding Area / move back to same location
1 Screw Pine Move to Holding Area / move back to same location
3 Oleander Move to Holding Area / move back to same location
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BOARDWALK AT GRADE
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EXISTING
OLEANDER
TO REMAIN

(1)CE
(6)ZF
(5)ZF
(1)CE

(1)CE
(6)ZF
(5)ZF
(1)CE

(6)MC

(24)NO

(8)MC
(8)MC

(8)SP

(3)CP
(40)JP

(9)MC

(1)CN-14
(1)CN-8

(1)CN-12

(33)MC
(1)CN-14
(7)LJ

(1)REC

(44)JP

(38)JP

EXISTING OLEANDER
TO REMAIN

(4)HD

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

EXISTING TO REMAIN

(24)CM3

(8)CU

(1)CN-8

(2)BB

(24)MC

(3)SP

(27)ZF
(2)BB
(3)SP

(65)MC

(2)BB

(1)SP

(3)DT
(3)DT

(3)DT

(3)DT

(3)DT
(3)DT

IRRIGATION
WELL LOCATION

(1)BN-TRAN
(29)SAN

(10)FM

CHILDREN'S
PLAY
AREA

ADULT
GAME
AREA

SAND

SAND
SAND

SAND

SAND

SAND

(3)BB
(32)CU
(27)SR-15

(36)CM3

EXISTING
PALMETTO
TO REMAIN

(21)CM3

(28)MC

(13)MC
(1)NO-TRAN

(4)CE-3

(1)CN-14

(1)CN-8

(1)CN-12

(19)CM3

(5)SR-15

(1)BB

(19)CU

(16)TD
(2)BB
(5)LJ

(1)NO-TRAN
(1)NO-TRAN

(9)SP
(112)HD

(1)TAB

(1)TAB
(1)TAB

(1)CU-16

(7)HD

(24)CU

(44)MC

(29)LJ
(67)CM3

(1)CN-8

(2)LC

(1)AW-TRAN

(33)UP

(28)HD

(1)SP
(36)HD

(7)SP

EXISTING
CONCESSION

HUT
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(1)SP
(7)UP
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(15)HD (15)HD (15)HD (15)HD

(44)CM3
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(1)PU
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(1)CU-16
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(21)CM1
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(1)CN-14
(1)CN-14

(9)AZV

(6)UP

(7)UP
(7)UP

(7)UP

(5)COC-TRA

(3)CN-10

(2)PR-1

(2)BG

(4)ZF

(3)ZF

(8)CM3
(3)BH
(12)FM

(4)BH
(8)CM3

(2)PR-1

(2)BG
(1)TD

(1)TD

(1)REC

(38)SAN

(5)LJ

(20)CM3

(3)LC(12)CRO-7

(11)REQ (11)CR

EXISTING
CARROTWOOD

EXISTING
CARROTWOOD

EXISTING
CARROTWOOD

11
'
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'
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'

UNDER
COCONUT
PALMS

(7)SP
(13)SP-TRAN

(1)CE

(14)CU (26)SP(26)NO
UNDER
SABSAL
PALMS

(26)SP-TRAN(28)LJ
UNDER
SABSAL
PALMS

NEW SABAL PALMS TO
BE SIZED TO FIT UNDER
TRANSPLATED PALMS (4)CN-14

(2)CN-10

(1)CN-12

(13)NO

(25)SP-TRAN

TRIM (3) EXISTING CARROTWOOD
TREES ON HOTEL SIDE OF
PROPERTY LINE FOR FIRE TRUCK
ACCESS

EXISTING
SABAL PALM

(12)FM

(12)NG

(19)FG

(21)EG

(6)CRO-7

(31)ZF

SAND

PAVERS PAVERS

(17)CM3

(15)CM3

(15)HD(15)HD

(13)CRO-7

(20)CRO-7

(4)SR-3

(6)SR-3
(3)SR-3

(9)SR-3

(12)SR-15

(12)SR-15

(30)MC

(6)PD

(5)PD

(5)CLU

(5)CLU

(6)UP

(8)UP

(7)DL2

(1)PU-TRAN

(3)PR-1

EXISTING
GUEST
TOWER

NOT A PART
OF PHASE 1

(1)CU-16

(1)BL
(18)BBB

(17)AZV

(7)NG

(4)NG

(4)NG (4)NG (4)NG (4)NG (4)NG

(21)UP

(4)NG

(4)NG (4)NG (4)NG

(11)TF

(11)TF
(3)CR

(15)HD

Parking Area 47,861 sf

Landscape Islands
4,405 sf (9.4 %)

Additional Area to Take
Advantage of : "A portion of the
required landscaping for the interior
parking area may be relocated to
emphasize entrance corridors or special
landscaped areas within the general
parking area."   2,860 sf

Total Landscape Islands
7,265 sf (15.17 %)

PARKING LANDSCAPE CALCULATIONS
1"=80'

The requirement to provide one
mature tree per 5 parking spaces
is exceeded by the following
material as shown on the plan:
 39 Sabal Palms
 16 Coconut Palms
 10 Black Olives
 2 Reclinatas
 1 Specimen Paurotis Palm
 1 Silver Bismarck Palm
 Exisitng Tree Canopy on the north

property line.



TREES QTY BOTANICAL NAME COMMON NAME CONT CAL SIZE REMARKS

AW-TRAN 1 Acoelorrhaphe wrightii Paurotis Palm Transplant 24` oa Transplanted from Holding Area

BL 1 Bambusa lako Black Timber Bamboo 65 gal FF

BBB 18 Bambusa vulgaris `Wamin` Dwarf Buddha Belly Bamboo 15 gal 6` oah Triple Trunks

BN-TRAN 1 Bismarckia nobilis Bismark Palm Transplant Transplanted from Holding Area

BB 12 Bucida buceras `Shady Lady` Shady Lady Black Olive 125 gal 5"Cal 18` x 10` spr FF

CLU 10 Clusia rosea Autograph Tree 50 gal 3"Cal 10-12` x 8` spr Informal Standard or Multi Trunk

CU-16 5 Coccoloba uvifera Sea Grape B & B 5"Cal 14-16` x 8-10` spr Informal Standard or Multi Trunk

COC-TRA 10 Coccothrinax argentia Thatch Palm Transplants Transplanted from Holding Area

CN-14 9 Cocos nucifera  `Maypan` Coconut Palm B & B 14` ct FF

CN-8 6 Cocos nucifera  `Maypan` Coconut Palm B & B 8` ct FF

CN-10 5 Cocos nucifera `Maypan` Coconut Palm B & B 10` ct FF

CN-12 3 Cocos nucifera `Maypan` Coconut Palm B & B 12` ct FF

CE 5 Conocarpus erectus sericeus Silver Button Wood 50 gal 2.5"Cal 12` x 6` spr FF, Standard

DL2 7 Dypsis lutescens Areca Palm B & B 12` oa, Multiple Trunks FF

IV 8 Ilex vomitoria Yaupon Holly 45 gal 9-10` oah

LC 5 Livistona chinensis Chinese Fan Palm B & B 8` ct

NO-TRAN 3 Nerium oleander Oleander Transplant Transplanted from Holding Area

PU 1 Pandanus utilis Screw Pine 45 gal 8` oah

PU-TRAN 1 Pandanus utilis Screw Pine Transplant

PD 11 Phoenix dactylifera `Zahidi` Zahidi Date Palm B & B 24" DBH at 48" High 18` ct FF, See Planting & Soil Req.

REC 2 Phoenix reclinata Reclinata Palm B & B 24` oah x 20` spr, 9 trunks min FF, Trunks with Equal Heights

PR-1 7 Phoenix roebelenii Pygmy Date Palm Single Trunk 15 gal 5` oah

SP 84 Sabal palmetto Cabbage Palmetto B & B 10`-16` ct, stg hts 34-36" Trunk Circumfrence Min

SP-TRAN 64 Sabal palmetto Cabbage Palmetto Transplants Transplanted from Holding Area

TAB 3 Tabebuia chrysotricha Golden Trumpet Tree 45 gal 2.5"Cal 10` oah

SHRUBS QTY BOTANICAL NAME COMMON NAME CONT REMARKS

AZV 26 Alpinia zerumbet `Variegata` Variegated Shell Ginger 7 gal FF

BH 7 Bougainvillea spectabilis `Helen Johnson` Bougainvillea 7 gal

CM1 30 Carissa macrocarpa Natal Plum 10 gal

CM2 38 Carissa macrocarpa `Boxwood Beauty` Beauty Natal Plum 3 gal@ 36" oc

CM3 279 Carissa macrocarpa `Horizontalis` Dwarf Carissa 3 gal@ 24" oc

CR 19 Chrysobalanus icaco `Red Tip` Red Tip Cocoplum 7 gal

CU 98 Coccoloba uvifera Sea Grape 25 gal, 6` oah min, bush form

CRO-3 16 Codiaeum variegatum `Mammey` Mammey Croton 3 gal

CRO-7 51 Codiaeum variegatum `Mammey` Mammey Croton 7 gal

CE-3 4 Conocarpus erectus sericeus Silver Button Wood 3 gal

CP 3 Cortaderia pumila Pampas Grass 7 gal

FM 34 Ficus microcarpa `Green Island` Green Island Ficus 3 gal

NG 59 Ixora coccinea `Nora Grant` Red Ixora 3 gal Provide Loam in all Ixora Plant Pits

LJ 74 Ligustrum japonicum Japanese Privet 30 gal, 6` oah min, shrub form

NO 64 Nerium oleander `Calypso` Calypso Oleander 25 gal, 6` oah min, bush form Bush Form for Buffer

SR-15 56 Serenoa repens `Cinerea` Silver Saw Palmetto 15 gal, 3` oah

SR-3 22 Serenoa repens `Cinerea` Silver Saw Palmetto 3 gal

TD 18 Tripsacum dactyloides Fakahatchee Grass 3 gal

TF 22 Tripsacum floridanum Florida Gamagrass 3 gal

ZF 87 Zamia floridana Coontie 7 gal; 24" oa; 36" oc

MISC QTY BOTANICAL NAME COMMON NAME CONT REMARKS

STSN 24 Stepping stones 24" Diameter Grey Concrete 24" Dia To Be Approved

VINE/ESPALIER QTY BOTANICAL NAME COMMON NAME CONT REMARKS

BG 4 Bougainvillea x `Barbara Karst` Barbara Karst Bougainvillea 10 gal Train on Wall

GROUND COVERS QTY BOTANICAL NAME COMMON NAME CONT SPACING REMARKS

SAN 156 Approved by Owner Seasonal Annuals 1 gal 12" o.c.

DT 18 Dianella tasmanica `Blueberry` Blueberry Flax Lily 3 gal 24" o.c.

HD 431 Helianthus debilis Beach Sunflower 3 gal 24" o.c.

JP 122 Juniperus chinensis `Parsonii` Parsoni Juniper 3 gal 24" o.c.

EG 21 Liriope muscari `Emerald Goddess` Liriope 1 gal 12" o.c.

MC 268 Muhlenbergia capillaris Pink Muhly 3 gal 30" o.c.

FG 19 Pennisetum setaceum `White` White Foutain Grass 3 gal 24" o.c.

REQ 11 Russelia equisetiformis Firecracker Plant 3 gal 18" o.c.

UP 306 Uniola paniculata Sea Oats 3 gal 36" o.c.

PLANT SCHEDULE 

CODE DESCRIPTION QTY

1 Cocoa Brown Grade "A" Mulch 3" Deep in Plant Beds.
Do not add Mulch to Plant Beds in Dune Area and around the Pool.

193.40 cy

2 Clean Beach Sand Placed 6" Deep in Areas as Noted on Plan in the
Pool Area and Between the Building and the Dune

364.34 cy

3 Empire Zoysia Grass Sod 11,361 sf

4 Clean Beach Sand Placed 36" Deep over Storn Retention Vault at
Pool Area

543.35 cy

REFERENCE NOTES SCHEDULE 

ALL MATERIAL SHALL BE FLORIDA #1 EXCEPT AS NOTED TO BE FLORIDA FANCY (FF)

PHC or Die Hard Equal at Planting for all Trees, Palms, Shrubs Groundcovers LS
and Sod  as per Planting Notes on Sheet PL3

Soil Amendment Allowance to adjust Soil pH as determined by Soil tests LS
provided by Landscape Contractor for all planting areas and for Zahidi Palm
backfill.

Transplanting of Existing Plant Material as per Existing Tree Plan
Sheet TP1.  Provide Unit Costs for each Tree & Palm Transplanted to the Unit Costs
Holding Area and Back to the Site

Existing Plant Material Rip Out LS

Conditional Plant Material Rip Out (as per not on sheet TP1)         LS

Conditional Plant Material Relocate to Holding Area / return to same location         LS

Pre-emergent (as per note on Sheet PL3)         LS

5

6

7

8

A Plant Summary of Materials and a  Bid
Form is Available in the Specification
Manual.

Contact the Landscape Architect for an
Excel File of the Summary of Materials.

9

10

11



THIN BRANCHES AND FOLIAGE BY
1/3 RETAINING NORMAL TREE SHAPE

THE TIME OF PLANTING.  TREAT ALL
CUTS OVER 1/2" W/AN APPROVED
TREE PAINT.  NEVER CUT LEADER.
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OAK STAKING 
by ARBOR BRACE, INC.

(305) 992-4104

SECURE BATTENS

(3) WOOD PALM -BATTENS (TM)

AROUND TRUNK

DO NOT DIRECT
NAIL BRACE TO TRUNK

BRACE TO BATTENS
SECURE 2"X4" P.T. WOOD 

WITH 2- NYLON BANDS
RIGHT
SEE DETAIL

BATTENS

SECURE TO BRACE
2"X4"X36" P.T. STAKE

120 DEGREES APART. NAIL TO 
3 - 2"X4" P.T. WOOD BRACES

ALL END TIPS.  NEVER CUT 
OF PLANTING.  DO NOT CUT
SPECIFIC VARIETY AT TIME
SHAPE AS REQUIRED FOR 
BY RETAINING NORMAL SHRUB
THIN BRANCHES AND FOLIAGETHIN BRANCHES AND FOLIAGE
BY RETAINING NORMAL SHRUB
SHAPE AS REQUIRED FOR 
SPECIFIC VARIETY AT TIME
OF PLANTING.  DO NOT CUT
ALL END TIPS.  NEVER CUT 
EVERGREEN LEADER.EVERGREEN LEADER.

DEPTH AS SPECIFIED
MULCH TYPE AND MULCH TYPE AND 
DEPTH AS SPECIFIED

PALM STAKING by STAKING SYSTEMS, INC.

AND DEPTH 
MULCH TYPE

FINISH GRADE

FORM
SAUCER

AND DEPTH 
AS SPECIFIED.

MULCH TYPEARROWHEAD 
ANCHOR (TM)

SPECIFIED PLANTING MIX

FINISH GRADE

TREE PLANTING, STAKING & PRUNING

SPREAD - AVERAGE WIDTH

PREVIOUS EXISTING GRADE.
GRADE AS IT HAD TO 
SAME RELATION TO FINISH SAME RELATION TO FINISH 
GRADE AS IT HAD TO 
PREVIOUS EXISTING GRADE.

%%SHRUB PLANTING

APART.

AS MEASURED THROUGH TREE
SPREAD - AVERAGE WIDTH

FROM SIDE TO SIDE AT 90°

AS SPECIFIED.

PALM STAKING DETAIL

TR
U
N
K 

H
T.

HAD TO PREVIOUS EXISTING 

SHRUB SHALL HAVE THESHRUB SHALL HAVE THE

REQUIREMENTS
DETAIL FOR FERTILIZATION 
SEE FERTILIZATION

FINISH GRADE

NECESSARY
FORM SAUCER AS

POCKETS
TO REMOVE AIR 
MIX.  WATER & TAMP
SPECIFIED PLANTINGSPECIFIED PLANTING
MIX.  WATER & TAMP
TO REMOVE AIR 
POCKETS

FORM SAUCER AS
NECESSARY

FINISH GRADE

SEE FERTILIZATION
DETAIL FOR FERTILIZATION 
REQUIREMENTS

APART.
FROM SIDE TO SIDE AT 90
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TREE & SHRUB SIZING SPECIFICATION

ABBREVIATIONS AND QUALITY REQUIREMENTS.
REFER TO SPECIFICATIONS FOR OTHER NOMENCLATURE,

EXAMPLE:  HEIGHT x SPREAD
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ABOVE GRADE.
6" MEASURED AT 12"
CALIPER GREATER THAN

ABOVE GRADE.
6" MEASURED AT 6"
CALIPER LESS THAN

AT THE TRUNK SHALL NOT BE ACCEPTED.
TREES WITH SHARP 'V' SHAPED BRANCHING

EXAMPLE:  HEIGHT x SPREAD - CALIPER

AS MEASURED THROUGH SHRUB

AS REQUIRED FOR SPECIFIC VARIETY AT 

TREE SHALL BEAR THE SAME
RELATION TO FINISH GRADE AS IT

SMOOTH FOR EASE OF MAINTENANCE BY MECHANICAL 
MAXIMUM SLOPE RATIO 3:1 ROUND TOP AND BOTTOM

NOT REFLECT ACTUAL SITE GRADES.
LINES SHOWN INDICATE A 1'-0" CONTOUR INTERVAL AND DO
TO MEET SHAPES INDICATED BY CONTOUR LINES.  CONTOUR
A MAXIMUM 3:1 SIDE SLOPE (UNLESS OTHERWISE SPECIFIED)
IN QUANTITIES AS INDICATED ON THE PLANS.  GRADE WITH
ALL BERM AREAS SHALL RECEIVE CLEAN TOP SOIL

EARTH BERM DETAIL

EQUIPMENT.

1
3

NOT TO SCALE

MULTI-STEM PALMS

SPEC AS OAH. W/NUMBER 
OF STEMS AND HEIGHT

NOT TO SCALE

PINNATE PALMS

SPEC AS CW. OR OAH. HEIGHT

PALM SIZING SPECIFICATIONS
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STAGGERED OR UNIFORM
TRUNKS AS SPECIFIED
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PALMS SHALL HAVE FRONDS TIED AROUND
BUDS.  LANDSCAPE CONTRACTOR SHALL BE
RESPONSIBLE FOR REMOVAL OF ALL TIES AND
INITIAL PRUNING OF FRONDS WITHIN A TIME
PERIOD OF NINETY (90) TO ONE HUNDRED 
TWENTY (120) DAYS AFTER PLANTING.

NATIVE SOIL 

SOIL 1" BELOW
ADJACENT WALK
OR CURB

TOPSOIL REMOVE DEBRIS AND BASE MATERIALS
FROM PLANTER AREA TO NATIVE SOIL 
BACKFILL W/TOPSOIL PER SPECIFICATIONS.

PLANTING DETAIL
NOT TO SCALE

MAINTAIN A 2' MIN SETBACK FROM
BUILDING FACE.  INCREASE AS 
NECESSARY TO ALLOW FOR 
SPECIE GROWTH & MAINTENANCE

SLOPE BED OR PLANTER SOIL AT 
1/4" PER FOOT FROM BUILDING TO
WALK.  DO NOT RAISE SOIL LEVEL 
AGAINST BUILDING OVER 4" WITHOUT
APPROVAL OF THE LANDSCAPE 

COMPACTED BASE

ARCHITECT

ACCESS TO WALL.

12"
4"

12"4"

REMOVE AIR POCKETS
WATER & TAMP TO
SPECIFIED PLANTING MIX

(407) 880-3398

120•

GUY DETAIL AT TRUNK

60°

WRAP TRUNK WITH BURLAP

SOIL PREPARATION AND PLANTING MIX
1. Prior to installation, the landscape contractor shall determine the adequacy of the existing soil for sustaining plants.

The contractor shall provide soil samples taken from 5 to 6 locations  on the site mixed together and sent to an
approved laboratory for analysis of pH, fertility and composition.  Recommendations for deficiencies shall be
determined by the landscape contractor.

2. Prior to installation, the landscape contractor shall determine the adequacy of the soil for drainage and percolation.
A shovel width hole 36" deep shall be dug in appropriate planting bed locations, filled with water and monitored for a
percolation rate.  Inadequate percolation shall be reported to the landscape architect or owner for correction.  The
landscape contractor shall be responsible for replacement of all plants due to inadequate drainage conditions if poor
conditions are not reported.

3. All existing turf and weed areas shall be treated with Round-up herbicide as necessary to eliminate all turf and weeds.
A minimum of two (2) applications are required - an initial application and a second application 7 to 10 days later.
Apply as per manufacturer's recommendations.  Areas shall be mechanically scraped to remove dead foliage and
litter.  All debris shall be removed from the site.

4. All Herbicide and pesticides shall be applied by a licensed applicator as per state and other codes.

5. All earth and fill operations shall be brought within 1/10 of a foot of finished grade by others.  The landscape
contractor shall be required to adjust finished grades where necessary to meet walks, pavements, drives, etc. at
proper elevation for sod and mulching operations.

6. Finish grade to be a smooth even surface assuring positive drainage away from structures.  Eliminate any low areas
which may collect water.

PLANTING NOTES
1. The contractor shall refer to the landscape planting details, Plant List and, General Notes for complete landscape

planting instructions.

2. Installation of all work shall be coordinated with other contractors on the site in such a manner as to allow for a
speedy and orderly completion of all work on the site.  The landscape contractor shall closely coordinate with the
irrigation contractor.

3. Contractors are cautioned to be aware of underground utilities.  Prior to excavation, the contractor shall check with
the job site superintendent and utility companies for a location of all utilities.

4. Any conditions found contrary to the plans shall be reported to the Landscape Architect for resolution along with a
suggested course of action prior to altering the design solution presented in the plans.

5. Prior to the installation of an operable irrigation system, the contractor shall be responsible for the hand watering of all
tree, palms, shrubs and groundcovers that may be installed.  Watering shall be a min of five (5) times per week and of
sufficient quantity to guarantee the maintenance of plant material quality until such time as an operable irrigation system
is available.

6. It is the responsibility of the landscape contractor to assure that the plantings are receiving proper irrigation prior to
the acceptance of the project by the owner.  The landscape contractor shall coordinate with the irrigation contractor
to adjust the system if too little or too much water is being applied

7. The landscape contractor shall be responsible for the replacement of plant material experiencing transplant shock due
to the lack of water at any time during the planting operation.

8. Mark out the locations of all planting beds and tree locations prior to the installation of the irrigation system so as to
facilitate the layout of the irrigation system and tree bubblers.

9. Plant material shall be Florida No 1, or better quality as per "Grades and Standards for Nursery Plants", Florida Dept.
of Agriculture and Consumer Affairs, or shall match quality standards as previously established by the Landscape
Architect through the tagging of representative samples.

10. All plant material shall either be sun or shade grown, as appropriate for the conditions on the site where the material is
to be planted.

11. All plant material shall be protected during transport and delivery to the job site with shade cloth or other acceptable
means of windburn protection

12. The plant count quantities in the Plant List are for the convenience of the Landscape Contractor.  Contractors shall
verify all plant counts with the specified quantities on the landscape plans. The landscape contractor is responsible for
all materials drawn n the plan.

13. At his discretion, the landscape architect may require plants to be set in place and approved prior to installation.  The
landscape contractor shall call to schedule the inspection four (4) working days in advance.

14. Typically, shrub and groundcover plantings are shown on plans as a mass planting bed.  Plants shall be placed on a
triangular spacing configuration with staggered spacing.  Plant center to center spacing (o.c.) are listed in the Plant
List.

15. Trees grown in Grow Bags or grow bag type of materials must have the grow bag material completely removed prior
to planting.

16. Balled and burlapped material shall have the top one half (1/2) of the burlap around the base of the trunk cut and pulled
back.  Do not remove burlap.  Wire Cages, straps, etc. must be cut and removed prior to installation.

17. Trees shall be staked by means of an Arborbrace Tree Guying System.

18. Ronstar, Surflan or other approved pre-emergent herbicide shall be applied to all planting beds in accordance with the
manufacturer's recommended rate and specifications.

19. The landscape contractor shall mulch all plant beds with a clean, weed free mulch of a type and of a depth as noted in
the plant list.  All free standing trees shall have a minimum of a 5' diameter mulch circle extending past the outside of
the the planting pit saucer.  Do not mulch annual beds.

20. Sod shall be of the type as noted in the Plant List.  All sod shall be free of nuisance species, exotic or invasive weeds
or their seed.  Sod shall be laid with tight joints, rolled and fertilized at time of installation.

21. The contractor shall guarantee all plant material for a period of one year following the date of substantial completion.

22. The contractor shall request an inspection of the project.  If all work is complete and satisfactory in accordance with
the contract documents, then the installation shall be considered substantially complete.  Substantial completion shall
constitute the beginning of the guarantee period.

23. The landscape contractor shall provide the owner a complete maintenance program to be followed during and after the
warrantee period.  During the warrantee period, the landscape contractor shall not be held responsible for theft,
vandalism or unusual acts of God.

24. All plant material shall be Florida #1 or better quality at time of planting and shall be maintained in this same condition
until final acceptance.  Decline in condition and quality prior to acceptance shall be grounds for rejection and
replacement.

25. Removal of all staking and guy wires shall be the responsibility of the owner after plant establishment.  The landscape
contractor must agree to removal if done within the warrantee period.

FERTILIZATION
1. All trees, shrubs and groundcovers shall receive milorganite mixed evenly in the plant pit at a rate

indicated on manufacturer's label.

2. All trees shall be planted with PHC Tree Saver (OR DIE HARD EQUAL) at Manufacturer's recommended rate.  See
manufacturer's specifications and installation requirements.

3. All Palms shall be planted with PHC Palm Saver (OR DIE HARD EQUAL).  See manufacturer's specifications for
application rates and installation requirements.

4. All shrubs and groundcover beds shall installed with PHC Flower Saver at 60# per 1000 sf (OR DIE HARD EQUAL).

5. All sod areas shall be installed with PHC Turf Saver at 22# per 1000 sf (OR DIE HARD EQUAL).

6. All turf, shrubs and tree areas shall receive a drench of PHC Yuccah and Flexx FL (OR DIE HARD EQUAL) as per
manufacturer's recommended rate and application requirements.

7. Contractor shall correct pH as necessary to between 5.5 & 7.0 as determined from required Soil Tests.

8. The Zahidi Date Palm shall be planted in soil with pH above 7.0.  If the planting soil has a pH of less than 7.0, the
contractor shall thoroughly mix Hydrated Lime into the sand prior to backfilling at a rate of 40# per 1 cyd of sand.
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KEY:
ST-01 Florida Keystone over concrete,
Rough Face Exterior Paving,
24" X 48" units - Running Bond North / South

ST-01 Florida Keystone over concrete,
Rough Face Exterior Paving,
24" x 48" units - Running Bond East / West

Planter Opening 8' x 8' in Pool Deck for Palm Tree

Raised Planter faced with Florida ST-01 Florida Oolite Rough Face,
Soild Oolite Cap.  See Detail C/D2.  Soil fill by Landscape.

IPE Wood Deck approx 6" above grade.  See Detail H

IPE Boardwalk at Grade 6" above grade.  See Detail Q.

IPE Dune Walkover.  See Detail S.

Showers (2), VOLA Prodect FS3, Brushed Stainless, Installed as per MFG
Specs on IPE Deck.  Drainage through Deck Boards to Sand.

IPE Fence & Gates..  See Detail R.

Low Wall faced with ST-01 Florida Oolite Rough Face both sides,
Soild Oolite Cap. See Detail E.

ST-01 Florida Keystone Stepping Stones,  See Detail H.
Rough Face Exterior Paving,  24" x 48" units - Random as Shown.

Brick Slot Trench Drain by ACO, Stainless Steel.  See Detail B.

Water Features by others.

Granite Pavers, 4" x 4" square, set on sand. See Detail M &O.

Concrete Walk.  See Detail L & See Civil Plans for Specs.

Concrete Header.  See Detail O.

Concrete Curb.  See Detail N & See Civil Plans for Spec.

Oolite Curb.  See Detail M.

Masonry Wall, 7' High.   See Detail M.

Masonry Wall,  3' High above parking.  See Detail I & J.

Bike Racks.  Provide allowance.

Oolite faced planter with Water Feature by Others

Low Wall faced with ST-01 Florida Oolite Rough Face,
Soild Oolite Cap. See Detail D.

None

Low Wall faced with ST-01 Florida Oolite Rough Face both sides,
Soild Oolite Cap. See Detail F.

Raised Planter faced with ST-01 Florida Oolite Rough Face,
Soild Oolite Cap. See Detail K.

Bollards (2). Provide allowance.

Note: Site Grades set by others
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SECTION 1/2"=1'-0"

RAISED PLANTER & POOL DECK
D2
C

SECTION 1/2" = 1'-0"

KEYSTONE STEP & BRICKSLOT DRAIN AT POOL DECK
D2
B

SECTION 1/2" = 1'-0"

RAISED PLANTER AT BUILDING FRONT
D2
D

SECTION 1/2" = 1'-0"

SITTING WALL AT POOL DECK
D2
E

SECTION 1/2" = 1'-0"

IPE DECK AND STEP TO KEYSTONE STEPPING STONES

STORMWATER CHAMBERS

D2
H

SECTION 1/2"=1'-0"

POOL EDGE - INFINITY OVERFLOW GUTTER
D2
A

SECTION 1/2" = 1'-0"

IPE DECK AND INCLINE TO POOL DECK 

STORMWATER CHAMBERS

D2
G

SECTION 1/2" = 1'-0"

SITTING WALL AND IPE DECK
D2
F



SECTION 1/2" = 1'-0"

36" HIGH BUFFER WALL AT FRONT PERIMETER 
SECTION 1/2" = 1'-0"

36" HIGH BUFFER WALL AT SOUTH PERIMETER 
D3
I

D3
J

SECTION 1/2" = 1'-0"

BUFFER WALL & ENTRY DRIVE 
SECTION 1/2" = 1'-0"

HEADER CURB FOR PAVERS 
D3
M

D3
O

SECTION 1/2" = 1'-0"

CONCRETE CURB

SECTION 1/2" = 1'-0"

CONCRETE SIDEWALK
D3
L

00
0

SECTION 1"=1'-0"

RAISED PLANTER AT ENTRANCE ISLAND
D3
K



SECTION & ELEVATIONS (PROVIDED BY NBWW) 1/2" = 1'-0"

MINI CABANA
D4
P

SECTION & ELEVATIONS 1/2" = 1'-0"

IPE WOOD PERIMETER FENCE & GATE
D4
R

(PROVIDED BY NBWW)
PLAN AND SECTIONS 1/2" = 1'-0"

BOARDWALK
D4
Q

SECTION SIDE



SECTIONS & ELEVATION 1/2" = 1'-0"

DUNE WALKOVER  (2 LOCATIONS) 
D5
S

1/2" = 1'-0" 1/2" = 1'-0"

1/2" = 1'-0" 1/2" = 1'-0"
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AMBER LED  12' POLE
W/BEACH SIDE SHIELD AMBER LED  12' POLE

42 INCH SS BOLLARD TYP24 INCH SS BOLLARD TYP
180deg BEACH SIDE SHIELD

UPLIGHTS ON PALM AND SHADE TREES TO BE
SEPARATELY CONTROLLED AND ON ONLY
DURING TURTLE OFF SEASON

30 INCH SS BOLLARD TYP

42 INCH SS BOLLARD TYP

WHITE LED AREA LIGHT
12' POLE

42 INCH SS BOLLARD TYP

1 - 42 INCH SS BOLLARD
w/NO SHIELD  360deg

WHITE LED AREA LIGHT
12' POLE

42 INCH SS BOLLARD TYP

UPLIGHTS ON PALM AND SHADE TREES TO BE
SEPARATELY CONTROLLED AND ON ONLY
DURING TURTLE OFF SEASON

42 INCH SS BOLLARD TYP

WHITE LED AREA LIGHT
12' POLE

PP

24 INCH SS BOLLARD TYP
180deg BEACH SIDE SHIELD

1 - 42 INCH SS BOLLARD
W/180deg BEACH SIDE SHIELD

24 INCH SS BOLLARD TYP
180deg BEACH SIDE SHIELD

24 INCH SS BOLLARD TYP
180deg BEACH SIDE SHIELD

30 INCH SS BOLLARD TYP

42 INCH SS BOLLARD TYP

UPLIGHTS ON PALM AND SHADE TREES TO BE
SEPARATELY CONTROLLED AND ON ONLY
DURING TURTLE OFF SEASON

42 INCH SS BOLLARD TYP

14 - 42 INCH SS BOLLARD TYP
w/180 deg SHIELD AMBER LED

WHITE LED AREA LIGHT
12' POLE

1 - 42 INCH SS BOLLARD
w/NO SHIELD  360deg

AMBER LED  12' POLE
W/BEACH SIDE SHIELD AMBER LED  12' POLE

42 INCH SS BOLLARD TYP



SYMBOL DESCRIPTION QTY DETAIL Material Finish Electrical Lamp Watts Color Temp Lens Ballast Optics/Glare Mounting Options

Millerbernd MBT-S316-24-AMBER-120-BS-B
 (FWC CERT #2011-005)
24 INCH Stainless Steel Bollard

16 316 Stainless Steel B - brushed 120V Amber LED 30 watts Amber Clear acrylic Driver 45 degree cut-off louvres concrete base Beach Side Shields

BetaLED The Edge area light
ARE-EDG-3MB-DA-40-D-UL-BK-525-AMBER
12` POLE
FWC CERT #2008-001

4 Cast aluminum BK Black 240v 525mA Amber LED 40 37W 4300K Clear acrylic Driver Type III medium w/backlight control DA direct mount arm PS4S12C 12` SQ POLE

Kichler 16005 BBR27 10 Bronzed Brass BBR 12v  LED 4W  5.5VA 2700K  CRI 80`s CLEAR N/A 60deg Wide Fld post mount

Kichler16008 BBR27 52 Bronzed Brass BBR 12v  LED 6.5W - 10.0VA 2700K  CRI 80`s N/A N/A 60deg Wide Fld post mount

Kichler 16010 BBR27 20 Bronzed Brass BBR 12v  LED 13W  18.5 VA 2700K  CRI 80`s CLEAR N/A 35 deg Flood post mount SEASONAL

Millerbernd MBT-S316-42-AMBER-120-N-B
FL Wildlife CERT #2011-005
42 INCH Stainless Steel Bollard

55 316 Stainless Steel B - brushed 120V Amber LED 30 watts Amber Clear acrylic Driver 45 degree cut-off louvres concrete base 360 deg

Millerbernd MBT-S316-30-AMBER-120-N-B
30 INCH Stainless Steel Bollard
FWC cert #2011-005

5 316 Stainless Steel B - brushed 120V Amber LED 30 watts Amber Clear acrylic Driver 45 degree cut-off louvres concrete base 360 deg

BetaLED Area light
ARE-EDG-3MB-DA-40-D-UL-BK-525-43K
12` POLE

4 Cast aluminum BK Black 240v 525mA 37W 4300K CLEAR Driver Type III medium w/backlight control DA direct mount arm

IntelliBrite 5g SPA LIGHT  LED
Product #640133

1 Stainless Steel Natural 12v  LED 30 watts N/A Clear spread lens Driver wide angle Recessed pre-set and variable color

IntelliBrite 5g COLOR POOL LIGHT  LED
Product #601013

3 Stainless Steel Natural 12v  LED 30 watts N/A Clear tempered glass Driver wide angle Recessed pre-set and variable color

S

P

LIGHTING_SCHEDULE
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